
Combined iron phosphating for immersion, spraying and high pressure
processing - degreasing and phosphating in one run, passivation,
chromium-free

Page 1 of 3

Application Product Product parameter Product features Your advantage Your benefit

Improves paint
adhesion

ESKAPHOR W 587 Concentration: 2.0 - 5.0 %,
Temperature: 50 - 70 °C
Time: 3 - 7 min

Specifically
designed for the
immersion
process

Improves paint adhesion Enhanced quality,
simple system
engineering

Improves paint
adhesion

ESKAPHOR W 622 Concentration: 0.5 - 2.0 %,
Temperature: 35 - 70 °C
Time: 1 - 3 min

Thin layer
phosphating

Spray application

Improves paint adhesion

Accelerated layer
formation

Improved quality

Large
components in
particular,
complex
component
geometry, paint
adhesion

ESKAPHOR W 634 Concentration: 0.5 - 2.5 %
Temperature: (RT) - 70
°C

designed for high
pressure and
steam jets

Easy to handle

Improves paint adhesion

Accelerated layer
formation

Improved quality

Less flash rust
formation after HD
cleaning

Improves paint
adhesion
Including aluminium

ESKAPHOR W 633 Concentration: 0.5 - 2.0 %,
Temperature: 35 - 70 °C
Time: 1 - 3 min

Iron phosphating,
also suitable for
aluminium

Spray application

Improves paint adhesion Improved quality,

multi-metal use
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Low temperature
phosphating

ESKAPHOR W 670 Concentration: 1.5 - 2.0 %,
Temperature: 35 - 45 °C
Time: 1.5 - 3 min

Used at extremely low
temperatures

Spray application

improves paint adhesion, low

temperature

Low energy costs,

improved quality

High corrosion
protection
requirements

ESKAPHOR W 710 Concentration: 1.3 - 1.8 %,
Temperature: 35 - 60 °C
Time: 2 - 5 min

Thick iron layer
phosphating

Very good degreasing
properties

High layer weight
Spray application

Improves paint adhesion

Improved corrosive protection
compared to iron thin layer
phosphating

improved quality

Short-term storage
under dry conditions

ESKAPHOR P 352 Concentration: 0.2 - 3.0 %, Concentrated
passivation agent

Used in
immersion &
spraying

Very good temporary
corrosion protection

Can be painted over at low
concentrations

Prevents flash
rust
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Improves corrosion
protection of
phosphated parts

ESKAPHOR P 355 Concentration:
0.125 - 0.25
%,
Temperature: 20 - 55 °C
Time: 0.25 - 0.5 min

Used in
immersion &
spraying
applications

Improves corrosion protection
of phosphated parts

Uses only small
amounts

Improved quality

Short-term storage
under dry conditions

ESKAPHOR P 352-2 Concentration: 0.2 - 3.0 %, Concentrated
passivation agent

Used in
immersion &
spraying
applications

Excellent temporary
corrosion protection

Can be painted over at low
concentrations

Prevents flash
rust


